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Winch Model HD-P 50,000
L.H. Configuration shown

Ø7.00
177,8
DRUM

5.47
138,9

20.35
514,1

22.69
576,33

8.67
220,22

16.02
406,91

20.13
511,3

11.18
283,97

2.91
73,91

2.41
61,21

5.32
135,13

8.25
209,55

Ø17.06
433,3
DRUM

FLANGE

10.95
278,1

2.50
63,5

17.34
441,20

2.50
63,5

38.71
980.69

16.00
406,4

9.37
238,25

17.56
446,0

8.78
223,0

4.00
101,612.06

306,32

20.59
522,99

0.50
12,7

2.69
68,07

CABLE IN

2.63
66,8

DRUM CL

STATIC LOAD
HOLDING BRAKE

Ø.906
23,0
CABLE
ANCHOR

1/4" SPADE, 12V
FOR HIGH SPEED/LOW TORQUE

7/8-14 SAE STRAIGHT
THREAD O-RING PORT
2-PLACES OPPOSITE SIDES

Ø.81 (20,6) THRU
(4-PLACES EACH SIDE)

1/8-27NPT PRESSURE
PORT (100 TO 120 PSI)
FOR DISENGAGING CLUTCH
(CLUTCH IS SPRING ENGAGE)
ORIENT AS SHOWN

BRASS COMPRESSION FITTING
WITH TAPPERD SLEEVE FOR

1/4" DIAMETER TUBING
AIR PRESSURE FOR TENSIONER

(50 PSI MIN, 90 PSI MAX)

•  Rated Line pull 40,000 lbs  

 and 50,000 lbs 

•  Less weight - only 742 lbs. (200 lbs. lighter)

•  15% faster line speed than competition

•  Compact design - 38” long

•  Internal air-shift free spool

•  Low temperature shifting -54˚F

•  Positive locking clutch

•  High efficiency gear set

•  Pneumatic variable pressure tensioner

•  Two speed motor, standard

HD-P 40,000 / 50,000 lbs 
Features

Winch Dimensions
                    

•  Meets SAE J706 

•  Made in the USA

 A B C D E
WINCH INCHES INCHES INCHES INCHES INCHES
MODEL MM MM MM MM MM

HD-P 40,000
 38.46 18.28 16.04 22.43 17.56  

 976,88 464,31 407,42 569,47 446,02

HD-P 50,000
 38.71 20.59 16.02 22.69 17.56 

 980,69 522,99 406,91 576,33 446,0 

ramsey.com

Specifications

Rated Line Pull

Gear Reduction

Weight (without cable)

40,000 lbs ........................ (18,100 kgs) 
50,000 lbs ........................ (22,670 kgs)

................................................51.35:1

HD-P 40,000........740 lbs. (336.36 kgs)
HD-P 50,000........742 lbs. (337.27 kgs)

LAYER OF CABLE

*RATED LINE PULL PER
LAYER (HD-P 40,000)

*RATED LINE PULL PER
LAYER (HD-P 50,000)

CABLE CAPACITY

LINE SPEED (at 17 GPM)
(HD-P 40,000)

LINE SPEED (at 17 GPM)
(HD-P 50,000)

Lbs.
Kgs.

Lbs.
Kgs.

Ft.
M.

FPM
(MPM)

FPM
(MPM)

1

40,000
18,100

50,000
22,680

25
7

16
(4.8)

20
(5.6)

2

33,500
15,100

41,800
18,960

55
16

18.7
(5.6)

22
(6.6)

3

28,800
13,000

36,600
16,320

95
28

21
(6.3)

25
(7.6)

4

25,300
11,400

31,600
14,330

135
41

24
(7.2)

28
(8.6)

5

22,500
10,200

28,100
12,740

185
56

27
(8.2)

31
(9.5)

6

22,300
9,200

25,400
11,520

235
71

29
(8.8)

35
(10.5)

Heavy Duty Planetary

HD-P 40,000 / 50,000

*  These specifications are based on recommended wire rope of 3/4” diameter EIPS cable and a  
9.6 cu.in. /Rev. motor (HD-P 40,000) or a 11.9 cu.in. /Rev. motor (HD-P 50,000).

Winch Model HD-P 50,000Winch Model HD-P 40,000
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