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DRAIN PORT

REEL IN PORT
SAE -16 ORING BOSS

CASE DRAIN 
-4 JIC 37 DEGREE FLARE
MUST BE DRAINED TO TANK

8

REEL OUT PORT
SAE -16 ORING BOSS

2 SPEED SHIFT
12VDC SOLENOID
.250 BLADE TERMINALS

GREASE ZERK
LUBRICATE AS NOTED IN
INSTRUCTION MANUAL
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REEL IN DIRECTION
FILL & VENT

OIL LEVEL

BAND BRAKE ENGAGE PORT
1/4 NPT FITTING SIZE
CONNECT TO BAND BRAKE VALVE
100-130 PSI AIR PRESSURE

CLUTCH DIS-ENGAGE PORT
1/8 NPT FITTING SIZE

CONNECT TO CLUTCH VALVE
100-130 PSI AIR PRESSURE

NOTES:

WINCH IS NOT TO BE USED FOR LIFTING OR MOVING OF PERSONS.1.
5 WRAPS OF CABLE MUST BE LEFT ON THE DRUM TO HOLD LOAD.2.
MOTOR PORTS ARE SAE-16 O-RING3.
SHIFT SOLENOID IS 12VDC4.
100-130 PSI AIR PRESSURE REQUIRED FOR BAND BRAKE AND 5.
CLUTCH CYLINDERS.
LUBRICANT CAPACTIY 9 QUARTS6.
RATIO: 155:17.
CASE DRAIN MUST BE CONNECTED FOR PROPER WINCH FUNCTION.8.
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